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TERRA MINI-JET MJLV 1400 in Malaysia 
 

City: Taman Intan Kluang Johor/Malaysia 
Contractor: Halamahir Energy Sdn. Bhd. for M/s TNB 
Length: 2 x 60 m (200 ft) 
Pipes to be pulled in: 2 x HD-PE pipe OD 160 mm (6.3”) 
Machine: TERRA MINI-JET MJLV 1400 with accessories 

for surface launch 
Drilling fluid: Bentonite 
Underground: Clay 
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Picture left: 
The pit frame 
TERRA MINI-
JET MJLV 
1400 with 
accessories 
for the surface 
launch. 
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Picture right and below: 
The pit frame TERRA 
MINI-JET/LV during the 
surface launch. The mixing 
module and the hydraulic 
power pack are positioned 
in the background. 
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Picture left: 
The complete HDD-
System TERRA MINI-
JET MJLV 1400 (pit 
frame, mixing module, 
hydraulic power pack 
and drilling tools) can 
be transported easily 
on a small truck. 
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Picture left and below: 
The TERRA MINI-JET MJLV 1400 during a 
60 m (200 ft) long river crossing. 
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TERRA AG, Industriestrasse 1, 4805 Brittnau, Switzerland, Tel.: +41-62-751 24 52, Fax: +41-62-751 40 46, 
e-mail: terra.ch@bluewin.ch, Internet: www.terra-eu.eu 


